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INSULATED METAL PANEL INFILL
@ BOTTOM STOREFRONT
SECTION, TYPICAL @ VESTIBULES
( FINISHED PANEL EACH SIDE, TO
MATCH MULLIONS )T
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EXTERIOR STOREFRONT
FRAMING & INSULATED
GLAZING, TYPICAL

VESTIBULE ROOF SUPPORT
COLUMN, WHERE OCCURS

FOUNDATION WALL AND SLAB-
ON-GRADE - REFER TO
STRUCTURAL DRAWINGS

VESTIBULE CEILING & SOFFIT
FRAMING, SECURED TO
UNDERSIDE OF STRUCTURE.
REFER TO REFLECTED
CEILING PLAN

1'-0"6'-4 1/4"7 1/4"

DEPTH OF RECESS SHALL
MATCH DEPTH OF SOFFIT
FRAMING ( 3-5/8" )

GWB ON SCHEDULED
FURRING/FRAMING OVER
EXISTING EXTERIOR WALL
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SCHEDULED FINISH
FLOORING AND WALL BASE

EXISTING EXTERIOR WALL.
REFER TO DEMOLITION
DRAWINGS FOR PORTIONS TO
REMAIN OR TO BE REMOVED
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PERIMETER RIGID INSULATION @
SLAB-ON-GRADE AND FNDN WALLS
(TYPICAL @ EXT. OF NEW VEST.).
MIN. R-VALUE = 7.5ci
WIDTH/DEPTH = 24"

00-BASEMENT
0"

PERIMETER OF ROOF
12'-9"
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T/O STEEL
12'-0"

FOUNDATION WALL & SLAB-ON-GRADE -
REFER TO STRUCTURAL DRAWINGS

CANOPY ROOF COLUMN
(BEYOND) - WHERE OCCURS

ADJUSTABLE MASONRY
ANCHOR @ 32" MAX
VERTICAL/HORIZONTAL

SIDEWALK - REFER TO
CIVIL DRAWINGS

1/2" COMPRESSIBLE FILLER
& CONT. SEALANT JOINT

THROUGH WALL FLASHING
& WEEPS @ FLOOR LEVEL

4"

8
"

1'-5"

MASONRY MORTAR NET @
BOTTOM OF CAVITY, TYPICAL

PERIMETER RIGID INSULATION @ SLAB-ON-
GRADE AND FOUNDATION WALLS (TYPICAL
@ EXTERIOR OF NEW ADDITION).
MIN. R-VALUE = 7.5ci  &  WIDTH/DEPTH = 24"

00-BASEMENT
0"

PERIMETER OF ROOF
12'-9"

T/O STEEL
12'-0"

A302
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LOADING DOCK SLAB-ON-GRADE
- REFER TO STRUCTURAL

1/2" COMPRESSIBLE FILLER &
CONT. SEALANT JOINT (EA. SIDE )

FOUNDATION WALL & SLAB-ON-GRADE -
REFER TO STRUCTURAL DRAWINGS

ADJUSTABLE MASONRY
ANCHOR @ 32" MAX
VERTICAL/HORIZONTAL

1
/2

"

THROUGH WALL FLASHING
& WEEPS @ FLOOR LEVEL

SCHEDULED INTERIOR CEILING
- REFER TO REFLECTED
CEILING PLAN

MASONRY MORTAR NET @
BOTTOM OF CAVITY, TYPICAL

PERIMETER RIGID INSULATION @ SLAB-ON-
GRADE AND FOUNDATION WALLS (TYPICAL
@ EXTERIOR OF NEW ADDITION).
MIN. R-VALUE = 7.5ci  &  WIDTH/DEPTH = 24"

00-BASEMENT
0"

PERIMETER OF ROOF
12'-9"

VEST. PERIM. OF ROOF
10'-8"
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T/O STEEL
12'-0"

SIDEWALK - REFER TO
CIVIL DRAWINGS

1/2" COMPRESSIBLE FILLER
& CONT. SEALANT JOINT

FOUNDATION WALL & SLAB-ON-GRADE -
REFER TO STRUCTURAL DRAWINGS

CANOPY ROOF COLUMN
(BEYOND) - WHERE OCCURS

ADJUSTABLE MASONRY
ANCHOR @ 32" MAX
VERTICAL/HORIZONTAL

THROUGH WALL FLASHING
& WEEPS @ FLOOR LEVEL

4"

8
"

1'-5"

MASONRY MORTAR NET @
BOTTOM OF CAVITY, TYPICAL

PERIMETER RIGID INSULATION @ SLAB-ON-
GRADE AND FOUNDATION WALLS (TYPICAL
@ EXTERIOR OF NEW ADDITION).
MIN. R-VALUE = 7.5ci  &  WIDTH/DEPTH = 24"

PRE-FINISHED ALUMINUM FASCIA
SYSTEM. COLOR TO MATCH EXISTING
MASONRY 'BELT COURSE' COLOR

EXTERIOR STOREFRONT FRAMING
& INSULATED GLAZING, TYPICAL

T
Y

P
IC

A
L

1
'-
8
"

R
E

F
E

R
 T

O
 E

X
T

E
R

IO
R

 E
L
E

V
A

T
IO

N
S

O
V

E
A

L
L
 S

T
O

R
E

F
R

O
N

T
 H

E
IG

H
T

EQUAL (4)EQUAL (4)EQUAL (4)EQUAL (4)

12'-0"

PRE-FINISHED ALUMINUM FASCIA
SYSTEM. COLOR TO MATCH EXISTING
MASONRY 'BELT COURSE' COLOR
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EXTERIOR STOREFRONT FRAMING
& INSULATED GLAZING, TYPICAL

00-BASEMENT
0"

YY

PERIMETER OF ROOF
12'-9"

T/O STEEL
12'-0"
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Sim

DOCK-LIFT PIT W/ PERIMETER STEEL ANGLE
EMBED - REFER TO STRUCTURAL.
CONFIRM PIT SIZE (DEPTH/LENGTH/WIDTH)
W/ EQUIP. MANUF. PRIOR TO CONSTRUCTIONLOADING DOCK SLAB-ON-GRADE

- REFER TO STRUCTURAL

-1/2" TO EDGE OF PIT
SLOPE

SLOPED APRON @ OVERHEAD
DOOR (1/2" OVER JAMB DEPTH )

PAINTED STEEL PLATE
DOOR JAMB, BEYOND

7
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INSULATED EXTERIOR
OVERHEAD ROLLING DOOR

FOUNDATION WALLS & SLABS-ON-GRADE
 - REFER TO STRUCTURAL DRAWINGS
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T/O MASONRY OPENING

7'-4"
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"

1
0
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3'-0"

REFER TO CIVIL
DRAWINGS FOR
HEIGHT OF DOCK/PIT
ABOVE NEW
DRIVEWAY GRADE

WEATHER-SEAL @
BOTTOM OF DOOR
(BY MANUFACTURER)

PERIMETER RIGID INSULATION @ SLAB-ON-
GRADE AND FOUNDATION WALLS (TYPICAL
@ EXTERIOR OF NEW ADDITION).
MIN. R-VALUE = 7.5ci  &  WIDTH/DEPTH = 24"

MANUALLY OPERATED OVERHEAD
BUG SCREEN W/ SIDE SCREENS

3" 2'-6" 3" 2'-6"

5'-6"

8
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"

REFER TO "4-PANEL"
ELEVATION FOR TYPICAL

INFORMATION

3"2'-6"3"2'-6"3"2'-6"3"2'-6"
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ATTACH SCREEN WALL TO
SLAB BETWEEN PANELS
AND @ EACH END, TYPICAL
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2" x 2" x 1/4" GALVANIZED
STEEL TUBE FRAME WITH
BAKED ENAMEL FINISH, TYP.

12

A301

PERFORATED METAL INFILL
PANELS (REMOVABLE).
1/16" ROUND HOLES, 3/32"
STAGGERED.  1" SIDE/END
MARGINS FOR ATTACHMENT

LINE OF ADJACENT NEW
EXTERIOR WALL

CONNECT TOP OF FRAMES W/
CONTINUOUS STEEL TUBE @
REAR (MATCH FRAME SIZE),
FASTENED TO ADJACENT
EXTERIOR WALL

RETURN TOP BRACE TO
ADJACENT BRICK COLUMN

PERIMETER FASTENERS @
12" O.C., 18 PER FRAME

1/4" BASE PLATE WELDED
TO BOTTOM OF (2)
ADJACENT POSTS - FINISH
TO MATCH TYP. FRAME

CONCRETE ANCHOR
(EPOXY OR EXPANSION)

SCREEN WALL FRAME

SCREEN WALL MESH

'ACORN' STYLE NUT, FINISH
TO MATCH FASTENER

1/2" BACK-BEND OF
METAL MESH (4-SIDES)

TYPICAL SCREEN WALL
FRAME MEMBER

SOCKET HEAD CAP SCREW
(LOW HEAD), STAINLESS STEEL

1/4" x 1-1/2" PERIMETER
MOUNTING PLATE (CONTINUOUS
@ INSIDE OF FRAME, TYPICAL).
WELDED TO FRAME, FINISHED
TO MATCH FRAME MEMBERS

LOADING DOCK

WALKWAY / GARDEN
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"
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" 1/4" SHIM & CONT. SEALANT JOINT

CAST-IN-PLACE CONCRETE SLAB
EDGE - REFER TO STRUCTURAL

EXTERIOR STOREFRONT FRAMING
- CLEAR ANODIZED ALUMINUM

CONT. SEALANT JOINT @ PANEL
PERIMETER, EXTERIOR ONLY
 - COLOR TO MATCH PANEL

INSULATED METAL PANEL INFILL
- PANEL FINISH TO MATCH
ALUMINUM FRAMING

4 1/2"
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EXTERIOR STOREFRONT FRAMING
- CLEAR ANODIZED ALUMINUM

1" INSULATED GLAZING UNIT
 - CLEAR (TYPICAL)

2
"

1
/4

"

CONSULTANTS:
Drawing Title

Approved: Project Director

Project Title

Location:

Date Checked Drawn

Drawing Number

Dwg. of

Building Number

Project Number

Office of
Construction
and Facilities
Management

6587 HAMILTON AVENUE
PITTSBURGH, PENNSYLVANIA 15206
PH: 412.287.7333 FAX: 412.287.7334
www.ae-works.com

VA FORM 08-6231
1 2 3 4 5 6 7 8 9

1 2 3 4 5 6 7 8 9

A

B

C

D

E

F

FULLY SPRINKLERED

A

B

C

D

E

F

BID DOCUMENTS
ARCHITECTS/ENGINEERS:

Revisions: Date0
4

8
1
6

0
4

8
0

4
0

4
0

2
6
"

0
2

6
"

0
1

6
"

6 "

o
n
e
 e

ig
h
th

 i
n
c
h
 =

 o
n
e
 f
o
o
t

o
n
e
 q

u
a
rt

e
r 

in
c
h
 =

 o
n
e
 f
o
o
t

th
re

e
 e

ig
h
th

s
 i
n
c
h
 =

 o
n
e
 f
o
o
t

o
n
e
 h

a
lf
 i
n
c
h
 =

 o
n
e
 f
o
o
t

th
re

e
 q

u
a
rt

e
rs

 i
n
c
h
 =

 o
n
e
 f
o
o
t

o
n
e
 i
n
c
h
 =

 o
n
e
 f
o
o
t

o
n
e
 a

n
d
 o

n
e
 h

a
lf
 i
n
c
h
 =

 o
n
e
 f
o
o
t

th
re

e
 i
n
c
h
e
s
 =

 o
n
e
 f
o
o
t

1

BUILDING 9 -
SECOND FLOOR RENOVATION

BB

542-13-105

JB

1400 Blackhorse Hill Road
Coatesville, PA 19320

A301

LOADING DOCK ENTRY WALL
SECTIONS

05 / 12 / 14 12548
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 3/4" = 1'-0"
5

SECTION - NEW ENTRY VESTIBULE

 3/4" = 1'-0"
2

WALL SECTION - EXTERIOR BRICK @ HIGH ROOF
 3/4" = 1'-0"

3
WALL SECTION - EXTERIOR BRICK @ LOADING DOCK  3/4" = 1'-0"

1
WALL SECTION - EXTERIOR BRICK @ VESTIBULE ROOF

 3/8" = 1'-0"
7

ELEVATION - VESTIBULE SIDE (TYPICAL)
 3/8" = 1'-0"

6
ELEVATION - VESTIBULE FRONT (TYPICAL)

 3/4" = 1'-0"
4

WALL SECTION - LOADING DOCK OVERHEAD DOOR & DOCK PIT

 3/8" = 1'-0"
10

ELEVATION - ( 2-PANEL )
 3/8" = 1'-0"

9
ELEVATION - EXTERIOR SCREEN WALL ( 4-PANEL )

 3" = 1'-0"
11

DETAIL - SCREEN WALL ANCHOR
 3" = 1'-0"

12
DETAIL - SCREEN WALL FRAME

 1 1/2" = 1'-0"
8

DETAIL - STOREFRONT BTM. PANEL


